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Multi -purpose penetrating, lubricating and water displacing spray  
 

Product Overview  

ROCOL® WD Spray is a multi-purpose maintenance 

product that penetrates, lubricates, displaces water 

and protects against corrosion. 

It is ideal for use as a general lubricant to lubricate 

and protect small components such as hinges and 

locks. 

The product is also particularly suitable for the 

protection and drying out of engine ignition systems, 

coils distributors, high tension (HT) leads and spark 

plugs. 

Typical Applications  

Small industrial equipment, engine ignition systems, 

hinges and locks, seized components. 

Features and Benefits  

�x Excellent penetration. 

�x Efficient loosening of rust, scale, grease and 

general dirt and grime. 

�x Powerful jet application to mechanically 

penetrate rust and debris. 

�x Displaces water �± ideal for drying out engine 

ignition systems. 

�x Fast acting formulation. 

�x Provides a light anti-corrosive film to protect 

components after application. 

Directions for Storage and Use  

�x Shake aerosol well before use. 

�x Test compatibility with plastics and rubbers and 

painted or coated surfaces prior to application. 

�x Ensure electrical equipment is switched off and is 

electrically isolated. 

�x Hold can upright and apply from a distance 

of 15 �± 30cm 

�x In severe cases, applying the product for a 

second time after several minutes may be 

beneficial to displace residual moisture or to free 

seized components. 

�x Use only in well ventilated areas and do not apply 

to very hot surfaces. 

�x Store below +50°C, out of direct sunlight. 

�x Shelf life is 2 years from date of manufacture. 

�x Consult safety data sheet before use. 

 
 
Pack Sizes  

Pack Size Part Code 
300ml  34271 

 

 
 


